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st5 - 7040 r53 - 7036 st4 - 7039
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To access the console of the routers, please telnet to 172.27.60.25 (you 
need to VPN into Juniper’s Intranet) port 70XX (listed next to the router 
name).  All user/pw pair is lab/sanogLab.
You can access r52 from Internet by telnet to 218.189.73.130.
To access via fxps, please use the ip 172.27.60.xx after logging in to the 
r52 platform.
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fe-0/0/0: 
172.27.60.65 fxp0: 172.27.60.83

fxp0: 172.27.60.42 fxp0: 172.27.60.41

fe-0/0/0: 
172.27.60.66

fxp0: 172.27.60.45



so-1/0/0
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ge-0/0/1

st5 - 7040 r53 - 7036 st4 - 7039
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All user/pw pair is lab/sanogLab.
You can access r52 from Internet by telnet to 
218.189.73.130.
To access via fxps, please use the ip 172.27.60.xx after 
logging in to the r52 platform.

r52 - 7037

fe-0/0/1

ge-2/2/0

fe-0/0/1

fe-0/1/3

fe-0/2/3

fe-0/0/0: 
172.27.60.65 fxp0: 172.27.60.83

fxp0: 172.27.60.42 fxp0: 172.27.60.41

fe-0/0/0: 
172.27.60.66

fxp0: 172.27.60.45

**** Please do not delete apply-groups and group configurations *****


